	Amendment No-IV dated 14/05/2021 to the Bidding Documents for Re-conductoring Package-OH01A for Reconductoring of 400 kV D/C (Twin Moose) Siliguri – Bongaigaon TL – (from Loc. No. 292 to Siliguri) (109 km line length) [CC-CS/1047-ER2/CD-4187/3/G7]; and Re-conductoring Package- OH01B for Reconductoring of 400 kV D/C (Twin Moose) Siliguri – Bongaigaon TL – (from Bongaigaon to Loc. No. 292) (109 km line length) [CC-CS/1047-ER2/CD-4188/3/G7 under North Eastern Region Strengthening Scheme-XII.



	Sl. No.
	Clause Reference
	[bookmark: _GoBack]Existing Provision
	Amended  Provision

	1
	Volume II, Section I, 
Clause 3, Sl. No. C 4 ii)
	
	Sag for ruling span at minimum temp ( 0 deg C) and no wind condition (m)
	≥9.663



	
	Sag for ruling span at minimum temp ( 2.5 deg C) and no wind condition (m)
	≥9.65




	2
	Volume II, Section I, 
Clause 3, Sl. No. C 4 iv)
	
	Tension at 0°C and 2/3 wind condition
(32 kg/m2 wind pressure)
	≤ 4523 kg & not exceeding  70% of UTS of proposed conductor



	
	Tension at 2.5°C and 2/3 wind condition
(32 kg/m2 wind pressure)
	≤ 4474 kg & not exceeding  70% of UTS of proposed conductor




	3
	Volume II, Section I, 
Clause 13, 
	Service Condition
………………..
	Minimum ambient temperature (Degree Celsius) 
	0


…………………………….
	Service Condition
………………..
	Minimum ambient temperature (Degree Celsius) 
	2.5


…………………………….
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