Clarification No-I dated 13.03.2023 to the Bidding Documents for Composite Long Rod Insulator Package - CIS01 and CIS02 for 765KV D/C Kurnool III PS-Kurnool (New) Transmission line & 765KV D/C Kurnool III PS-Maheswaram (PG) Transmission line associated with Transmission Scheme associated with evacuation of Power from RE sources in Kurnool Wind Energy Zone (3000MW)/Solar Energy Zone (1500MW) Part-A & Part-B
Spec. No. : Package-CIS01: CC/NT/G-INS/DOM/A06/23/00800
	       Package-CIS02: CC/NT/G-INS/DOM/A06/23/00803

	S​l. No.
	Clause ref
	Description as per bid document
	Queries asked by the bidder
	POWERGRID’s  clarification

	1. 
	TS, Sec-II(Vol-II), Clause 1.1.5
	Dimensional Tolerance of Composite Insulators.
[bookmark: _GoBack]The tolerances on all dimensions e.g. diameter, length shall be allowed as follows:
 ± (0.04d+1.5) mm when d≤300 mm.
 
± (0.025d+6) mm when d>300 mm with a maximum tolerance of +10 mm 

Where, d being the dimensions in millimetres for diameter, length as the case may be.
	To maintain the tolerance of +/-50 mm as per previous technical specification and issue the amendment.
	Provisions of Technical specifications provided in bidding document shall prevail
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